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JYC BATTERY

Py General Series battery

JYC General (GP) Series VRLA batteries are designed with AGM (Absorbent Glass Mat) technology,
High performance plates and electrolyte to give extra power output for common power backup system.

GP Series Batteries are the general purpose batteries with 5 years floating design life at 25°C,
Meet with IEC,BS,JIS and Eurobat standard,UL(MH62092),CE approved.

Application

* Emergency Power System

* Communication equipment

* Telecommunication systems

* Uninterruptible power supplies

* Electric toy car and wheelchairs, etc.

General Features

* Heavy Duty Grid

* Mechanized assembly
* Non-spillable construction

* High Reliability and Stability

* Sealed and Maintenance-free

* Long Life and low self-discharge design

L Specification

MConsirucion

GP4.9-6 (6V4.5Rh)

* Power tools

* Alarm system

* Marine equipment

* Medical equipment

* Fire and Security System

* Positive -+ +* ++ Lead dioxide *Negative -+ -+ -+ -+ Lead
* Electrolyte -+ - Sulfuric acid * Safety Valve- -+ EPDR
* Separator ‘- -+ Fiber glass * Terminal - -+ -+ -+ Copper

* Container-+ - ABS(UL94-HB)/Flame Retardant ABS (UL94-V0)

Nominal Voltage

6V (3 cells per unit)

Battery Model Rated capacity (20 Hour rate) 4.5Ah
Dimension Length Width Height Total Height
70mm (2.75 inches) 47mm (1.85 inches) 100mm (3.93 inches) 105mm (4.13 inches)

Approx Weight 0.67kg(1.47 Ibs) + 3%

Internal Resistance Full charged at 25°C(77°F ):Approx 18.90mQ

Maximum Charge Current 1.35A
Max.discharge current 67.5A (5Sec.)
Short-circuit current 300A

Operating Temperature

Nominal Operating Temperature

Discharge Charge Storage

Range 25C(77°F) -15C~50C(5°F ~122°F) -15C~40°C(5T~104F) | -15C~40C(5T~104F)
Capacity @ 25C 20 hour rate(0.230A,5.25V) | 10 hour rate(0.426A,5.25V) | 3 hour rate(1.157A,5.10V) | 1 hour rate(2.68A,4.80V)
(77°T) 4.60Ah 4.26Ah 3.471Ah 2.68Ah
Capacity affected by 40°C (104°T) 25C (T7T°F) 0°C (32°T) -15C (57F)
Temp.(20HR) 102% 100% 85% 65%
Charge method Float Charging Voltage Equalization Charging Voltage Cycle Use Voltage
at 25°C(77°T) 6.75~6.90 VDC (-3mV/cell/'C) 7.05~7.20 VDC (-4mV/cell/'C) 7.20~7.50 VDC (-5mV/cell/'C)

Outer dimension (mm)
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Ll Constant Current(Amp) and Constant Power(Watt) Discharge Table at 25°C(77°T)
F.ViTime 5min | 10min | 15min | 20min | 30min 1h 2h 3h 5h 8h 10h 20h
1.85V/cell A | 14.80 9.62 7.62 6.32 4.35 2.48 1.520 | 1.088 | 0.724 | 0.508 | 0.410 | 0.219
W | 28.05 | 18.44 | 14.82 | 12.34 8.56 4.92 3.021 | 2.165 | 1.445 | 1.016 | 0.824 | 0.442
1.80V/cell A1 15.63 | 10.09 7.95 6.58 4.54 2.55 1.552 | 1.114 | 0.740 | 0.517 | 0.418 | 0.225
W | 29.19 | 19.19 | 15.36 | 12.77 8.89 5.04 3.077 | 2.211 | 1.473 | 1.032 | 0.838 | 0.453
1.75V/cell A | 16.38 | 10.53 8.27 6.82 4.71 2.62 1.581 | 1.137 | 0.755 | 0.526 | 0.426 | 0.230
W | 30.17 | 19.89 | 15.87 | 13.17 9.18 5.17 3.127 | 2.251 | 1.500 | 1.048 | 0.853 | 0.462
1.70V/cell A 117.05 | 10.95 8.58 7.04 4.87 2.68 1.608 | 1.157 | 0.767 | 0.533 | 0.432 | 0.235
W | 31.02 | 20.55 | 16.36 | 13.53 9.46 5.28 3.173 | 2.286 | 1.521 | 1.060 | 0.863 | 0.472
1.67V/cell A117.39 | 11.15 8.73 7.15 4.95 2.71 1.621 | 1.167 | 0.773 | 0.536 | 0.435 | 0.237
W | 31.46 | 20.86 | 16.59 | 13.71 9.59 5.33 3.195 | 2.303 | 1.532 | 1.065 | 0.869 | 0.476
1.60V/cell A117.85 | 11.48 9.00 7.30 5.05 2.75 1.640 | 1.180 | 0.780 | 0.540 | 0.439 | 0.240
W] 32.01 | 21.34 | 17.01 | 13.95 9.76 5.40 3.228 | 2.326 | 1.544 | 1.072 | 0.876 | 0.481
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Discharge characteristic curve (25°C/77°T) Charging characteristic curve of floating charge(25°C/77°T")
12V 6V Charging  Charging Charge
] [ Current  Voltage . Volume
1316.5 (CA) %V) 9\,3_ 5\/) 0.25CA-2.275V/cell temperature25C (%)
= | et e 0.201) 157 757250 T 120
% e~ [ \\\\\ \\ Charged Volumel4g
12{ 6.0 T [P e r i
g I— —l | AN 0.16-| 14 7.042.33 S orieavinge "
S 5 — D \ o Al (Constant 2.275v/cell)] 90
S 1455 - {
3 | N 0.124 134 8.59 2.17— - 80
£ N\ ~15'1700.1¢[0.05¢ L Bibchatoe 470
€105 |47]0.17C : ; = 70 — — — - After 50%Discharge
s VL LY o250 0.08-{ 124 6.0 2.00 5 After 100%Discharge | 60
oles 3C 1C | 0,550 e \ 50
] 0.044 11 5.5 1.83 —— 40
844.0 > 30
00,0 0.02+ 10 5.04 1.67[— - 20
06 1.2 3 6 12 30 1 3 5 10 20 24 / Charging Current | 10
Mi H Bl St BT P e
M 0 ’l‘ eur H 09 5l 4 8 12 . 16 20 4 a0l
Discharge Time Charging Time(hours)
Cycle service life in relation to depth of discharge Cyclic charging characteristic curve (25°C/77°F)
120 Charging Charging Charge
Current  Voltage Volume
(CA) (V) (V)" (V) 0.25CA-2.45V/cell temperature25C (%)
\ 0.207 157 7.572.50 Charged Voltage 120
=100 7 (Constant 2.45v/cell) | 1110
9 K el e
}’ 0.16- 144 7.072.33 =7 Charged Velume 100
g 80 , e %
0.124 134 6.54 217 - -
§ A 7 : Discharge :g
60 1 3 g — — — - After 50%Discharge |
100% 50% 30% g
DODO DOE) DOl°) 0.08+ 12 6.0 2.00 “ v /1 After 100%Discharge| 80
40 g - 50
0.044 114 5.5 1.83 40
20 - 30
0.02 10 5.0 1.67 20
y S Charging Current| 10
0 0 150 300 450 600 750 900 1050 S
Number of Cycles

Relationship between temperature and capacity

. Ry
_ _ _ -[0.05CA .218.112.7 N
~10 e :—-"’" 0.1CA—| \\
8 — e DN _15.617.82.6
S s =0 > \\
g% S5.0l7 5l 5 . Cycle use
g s N
& // ___[ICA 5 I~ \
B > 4 === N,
o | _— __2caA S14417.22.4 — ~
///: - --{3ca o] \\ \
N ] = gwaﬂe.gz,s \\
// Float charging ~
& // 13.2(6.6(2.
0
12.6/6.3/2.1
20 10 0 10 20 30 40 50 60 -
Temperaurs (6] Temperature(°C)

Self discharge characteristics Temperature vs Float Life ‘

100 —_— S—
i — No recharging is required,
* §\\\ 10:€ butin order to meet 100% rated capacity, itis
~ \\\ \obetterto replenish the electricity before use 6
28 [—1 20T »
) Need recharging, =
(]
g \ \ T~~~ and the capacity can be restored after recharging 8 5
° (| There are the following ways to replenish the electricity > .
@ 25 Gl Cirentoasch. 228Vl coninouscharg for 3 = Charging voltage
] 6 2.Current 0.25CA, 2.4v/Cell continuous charge for 20h c 4 2.25V/cell —
\ 30 °C 3.Current 0.05CA, constant current charging 7-8h E \
o 1 3]
e o, N
4 X N
Evenif replenish, there is arisk 0] \
that capacity will not be restored [ 2
(do not place it under these conditions) 3 ~N
2
1
0 O o o o ©, o o, °,
2 4 6 8 10 12 20°C 25°C 30°C 35°C 40C 45°C 50C
Storage time : months Battery temperature

Note: The above datas are average values. (Edition 2024-05 A2 ) Page 2 of 2 www.jycbattery.com


http://www.jycbattery.cn/

